Please note that RapID Lab highly recommends upgrading to the CR1500 scanner if
you haven’t already. The CR1500 provides a faster and more reliable scan for your
workflow.

Setting up CODE CR1400 Scanner for RapID Tags as a Virtual COM Port

The instructions below will help you download and install the CODE Virtual COM Port Drivers and
program your CODE Scanner. More information may be found on the RapID Lab website:
http://rapidlab.com/scanner-and-software-support/

1. Install the correct USB Virtual COM Port driver for your system:
a. Visit the following link to see all products.
https://ww2.codecorp.com/downloads.php
Click on the correct product to view available firmware and software downloads.
Scroll to the bottom of the page and check the agreement box for the correct firmware or
driver and click on the download button.
d. Once the driver has installed, restart your computer.

2. Reset the Scanner:
a. Unplug the CODE CR1400 from the PC.
b. While holding the trigger pressed, plug the reader into the USB port on the PC and hold for

5-10 seconds. You will hear 5 rapid beeps and then you can let go of the trigger. The unit is
now in Boot Mode.

c. Next, hold the trigger down again for approximately 5-10 seconds until it reboots. The
reader will vibrate first and then beep several times and is now reset.

3. Reprogram the scanner:
a. Scan the codes below to reprogram your scanner.

Required Codes:
~ Data Matrix Data Matrix Inverse On Enable improved reading
USE Nisinas COM R capability for hard to decode
One Way Mode ectangle On

Data Matrix symbols

SESEDE

MOOs? 01 &9 ( MOO71 01
MO00S ©

W

Additional optional codes on the following page.
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Optional Codes:

Continuous Scan
Both Imagers

A

seun

MOI127 02

Continuous Scan Off - Default
"-.?

This turns the scanner into a continuous scan mode that
works well for hands free operation. Note that the
CR1400 will enter into Continuous Scan mode by default
when placed in the Scanner Stand.

1 sec Duplicate Scan Delay

MO192

3 sec Duplicate Scan Delay

?::A'lq\

MOIS 01

This sets a duplicate rejection period of 1 or 3 seconds so
that tags are not ‘double scanned’.

Continue onto the next page for setting up Studylog® V3 with the CODE 1400

Scanner.
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Setting up Studylog® V3 with the CODE 1400 Scanner

The instructions below will help you setup Studylog Study Director V2 for use with the RaplD Tag.
More information may be found on the RapID Lab website: www.rapidlab.com/support.

1. Make sure you have installed the USB Virtual COM Driver for your specific system installed
correctly.

2. Open Device Manager:

a. Windows XP - Click on Start and then Control Panel. Click on the Performance and
Maintenance link. In the Performance and Maintenance window, click on the System
icon near the bottom of the window. In the System Properties window, click on the
Hardware tab. With the Hardware tab selected, click on the Device Manager button.

b. Windows 7 - Click on the start menu and type ‘Device Manager’ into the search field.
Hit Enter to open device manager.

3. Click on Ports (COM & LPT) to view the current Ports in use on your computer.

a. Take note of the USB to Virtual COM Port that is shown. See Figure 1 below for an
example.

File Action View Help
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b @ Batteries

..{M Computer

> ¢ Disk drives
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Figure 1: Device Manager
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4. Double click on the ‘USB to Virtual COM Port’ Device and then select the ‘Port Settings’ tab as

O N W

shown below in Figure 2.

,
USB to Virtual COM Port (COM4) Properties

Port Settings | Driver | Details

Bits per second: 9600 v
Data bits: (8 v
Party: None v
Stop bits: |1 v
Flow cortrol: [None v

| Advanced.. | | Restore Defaus |

[ OK ] [ Cancel

Figure 2: Port Settings

Leave this window open

Plug in your scanner

If Study Director is already open, restart the program. Otherwise, start Study Director.

Once in Study Director, select Tools->Options from the menu bar.

Once the Options window opens, configure your scanner by setting up a new device as shown
in Figure 3. Please note that your COM Port should match the setting from your Device
Manager configuration shown in Figure 1 and may be different than shown in this guide. All
other fields should be EXATLY as shown below.
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RAPID LAB

AUTOMATED LAB ANIMAL ID

- O X
Study Registry

| | Anstudies
T e Use |Name Comment | Detais [status [ Alsousedon [l
[ || - Notstarted | |B com

- Waiting for Approval [] Balance COM2, Baud Rate - 9600, Data Bits - 7, Parity - Even, Stop Bits - One, Handshake - None  Inactive
|| - Draft ] calipers COM3, Baud Rate - 4800, Data Bits - 7, Parity - Even, Stop Bits - One, Handshake -None Inactive MRL
| | - Archived BElIE]crioscaner | cowms, Baud Rate - 9600, Data Bits -8, Parity - None, Stop Bits - One, Handshake - None MRLAPTOP13

- Trash —
| '
|| i Templates A COM Device Settings eSS |
| - Today's Tasks
|| (=) Dictionaries e

- Fields r
1 . Comments Default Channel: |ChipID
: - Animal Vendors Port: |COM1
L[ - Mortalities Baud Rate: |9600
| - Clinical Observations T

> & Devices p=aBels

] .. Tasks Parity: |None
.| | Necropsy Tasks Stop Bits: |1
| - Sample Collection Tasks —

- Custom Reports Liancshaked None
|G security vask: vl &— MEE
| | i-Search Comment:

- Administrative Tools
|| ) All Messages
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e —————————————————————
5 5 b & o ‘
{v}cz {v}"; {m‘\ ‘{.} {mx More... |V
Add COM Device... Add Pipe Device... ‘ Edit Settings... | Copy Settings... Delete Settings

| ViewLog... Local Server Today's Events...

Figure 3: Device Manager

10. Use the mask XXXXXX

11. Select ‘Test device’ and scan a RaplD Tag to verify that the scanner is working properly.
12. Click OK to close the Options window.
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